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  Basic version   

Power input 15W 

Case Aluminium / POM 

Weight Inclusive batterys  460g 

Size 160x85x100mm 

Secure Class 
DIN EN60529 

IP64 

UV-LED Lifetime > 20.000  hours 

Battery operation 
time 

 app 240 min  

  Working 
temperature 

10-40°C,  case heat max <30°C 

LED 5x365nm +/- 5nm  1x white light for orientation 

UV Power 45W/m²   distance  380mm  Ø 200mm, 30°Optics 

Risk class 2 - EM 6 and BGFE 

Delivery parts 

US 720/NDT, 2xBattery Li-Ion 3400mAh,  Plug-in power supply 
12V with Worldadapter – Cable-lenght 2m 
Charger for 2xLi-Ion-Akku- charging time  4 Std.),   Measurement 
protocol 

Optionen  

Option 1 Automatic detection of defective LEDs with safety shutdown 

Option 2 

Automatic intensity adjustment (45W / m) of the UV radiation in the 
range of 200mm - 500mm distance. Safety shutdown / eye 
protection at a distance outside the area or when the light is placed 
on the work surface 

Option 3 UV Power  >120W/m² (not with option 2)  

Option 4 Guarantee extension by a further 3 years to a total of 5 years 

Option 5 Transport case with cut inley / foam 

Option 6 OEM aluminum housing color in orange, red or blue 

Ideal for the NDT area 
Compliant to 

 
E3022-15  

DIN EN ISO 3059 

Rolls-Royce  

RRES 90061 

Flicker-free control, 
longer life time of the 
LEDs and batteries 
 
Robust aluminum 
housing. Lightweight 
design 
 
Ergonomic 3D printing 
handle, alkali and acid 
resistance 

Automatic switching 
between UV and white 
light 
 
White light component 
with UV light <5Lux with 
special filter 
 
Protective shutdown in 
the event of excess 
temperature 
 
Battery or mains 
operation 

Automatic shutdown 
when the batteries are 
empty 

Protective ring / Led 
head made of rubber 

Status display via two 
multi-color LEDs 

Latest LED and control 
electronics 

Two year 
guarantee 

inclusive  UV Leds 
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